
FR610G Series
Technical Specifications

Rotary Vane 
14.8
17.4

16 PSI
5

36.96
None
1” 

NPT
Bung

Cast Iron
Buna 

Powdered Iron
Bronze

Diesel, Gasoline, 
BioDiesel up to B20

20 X 20
2 Years

115
60
N/A

1/6 HP
N/A
N/A

None 
2.0

2000
30 min.

Yes
None

UL, cUL

 
Type - Rotary, Diaphragm, Gear, Vane
GPM in Supplied Configuration
GPM Open Flow - no Hose or Nozzle
By-Pass Pressure Rating (PSI) - Max
Dry Vac (in Hg)
Head - Max (Ft.)
Anti-Siphon Valve
Inlet - Size / Thread
Outlet - Size / Thread
Mount
Material - Pump Housing
Material - Wetted Material
Rotor Material
Rotor Vane Material
Compatible Fluids

Strainer Mesh Size
Warranty

 
Power - AC 115,230, 115/230 
HZ 50,60,50/60
Power - DC 12, 24, 12/24
HP (Horsepower) Rating
Power Cord Length (feet)
Power Cord Gauge (AWG)
DC Power Cord Connectors
Amps (FLA)
RPM 
Duty Cycle
Thermal Protection Switch
Cicuit Protection Fuse
Certification

Pump Motor


